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WIRELESS NETWORK SYSTEM, WIRELESS
DEVICE, AND NETWORK REGISTRATION
METHOD OF THE WIRELESS DEVICE

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a continuation of U.S. application Ser.
No. 13/317,248, filed on Oct. 13, 2011, which claims the
benefit of Korean Patent Application No. 10-2011-0020625,
filed on Mar. 8, 2011, in the Korean Intellectual Property
Office, the disclosures of which are incorporated herein in
their entirety by reference.

BACKGROUND

1. Field

The present disclosure relates to a method of registering a
wireless device in a wireless network, and a wireless network
system and the wireless device for implementing the method.

2. Description of the Related Art

Wireless networks are becoming increasingly important,
and also have a variety of applications. Particularly, as tech-
nologies related to a wireless personal area network (WPAN)
and a wireless sensor network (WSN) are developing,
research into construction of a home network for automati-
cally collecting and integratedly managing premises informa-
tion is being actively conducted. To construct such a home
network, various home electronic appliances need to be con-
nected to a network and managed integratedly. Accordingly, it
is necessary to develop a method of registering various
devices in a wireless network and a method of managing the
connected devices.

SUMMARY

The present disclosure provides a wireless network system
for registering a wireless device in a wireless network by
using an illumination device installed in premises without
performing any additional registration procedure, the wire-
less device, and a method of registering the wireless device in
the wireless network.

According to an aspect of the present disclosure, there is
provided a method of registering a wireless device located in
premises in a wireless network which is constructed in the
premises, the method including receiving a light signal,
which includes network identification information of the
wireless network constructed in the premises, from at least
one illumination device installed in the premises; and regis-
tering the wireless device in the wireless network constructed
in the premises, by using the network identification informa-
tion included in the received light signal.

The method may further include scanning at least one
wireless network which is usable at a current location of the
wireless device. The registering of the wireless device at the
wireless network may include registering the wireless device
in a wireless network, which corresponds to the network
identification information included in the received light sig-
nal, from among the scanned networks.

The received light signal may further include location
information of the illumination device transmitting the light
signal. If the registering of the wireless device in the wireless
network is completed, the wireless device transmits the loca-
tion information included in the light signal to the wireless
network.

The receiving of the light signal may further include send-
ing a request for a light signal to at least one illumination
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2

device installed in the premises and, according to the request
for a light signal, receiving the light signal transmitted from
the illumination device.

According to another aspect of the present disclosure, there
is provided a wireless device to be registered in a wireless
network which is constructed in premises, the wireless device
including a light receiving unit to receive a light signal trans-
mitted from at least one illumination device installed in the
premises; a light signal interpretation unit to obtain network
identification information of the wireless network con-
structed in the premises by interpreting the received light
signal; and a wireless communication unit to register the
wireless device in the wireless network constructed in the
premises, by using the network identification information
obtained by the light signal interpretation unit.

The wireless device may further include a network scan-
ning unit to scan at least one wireless network which is usable
at a current location of the wireless device. The wireless
communication unit may register the wireless device in the
wireless network, which corresponds to the network identifi-
cation information obtained from the light signal interpreta-
tion unit, from among wireless networks scanned by the net-
work scanning unit.

The light signal interpretation unit may obtain location
information of an illumination device which has transmitted
the light signal, by interpreting the received light signal. The
wireless communication unit may transmit location informa-
tion of the illumination device to the wireless network in
which the wireless device is registered.

The wireless communication unit may request a light sig-
nal to at least one illumination device installed in the pre-
mises.

According to another aspect of the present disclosure, there
is provided an illumination device installed in premises, the
illumination device including a light generation unit to gen-
erate light; and a control unit to adjust brightness of the light
by controlling the generation of light by the light generation
unit. The control unit may control an ON and OFF status of
the light by using a pattern which indicates network identifi-
cation information of a wireless network constructed in the
premises.

ON and OFF frequencies of the light may be equal to or
higher than a blinking frequency that may not be perceived by
a user.

The illumination device may further include a communi-
cation unit for receiving network identification information
of the wireless network from outside.

According to another aspect of the present disclosure, there
is provided a wireless network system constructed in pre-
mises, the wireless network system including an illumination
device installed in the premises, to transmit a light signal
including network identification information of a wireless
network constructed in the premises; a gateway to receive a
request for registration from a wireless device which has
received the light signal; and a server to allow registration of
the wireless device according to the request for registration.

The light signal may further include location information
of'the illumination device that has transmitted the light signal.
The server may receive location information of the illumina-
tion device from the wireless device which is allowed to be
registered, and store the received location information as
location information of the wireless device.

The server may transmit network identification informa-
tion of the wireless network, constructed in the premises, to at
least one illumination device installed in the premises.

If the wireless device requests a light signal, the illumina-
tion device may transmit a light signal.
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BRIEF DESCRIPTION OF THE DRAWINGS

The above and other features and advantages of the present
disclosure will become more apparent by describing in detail
exemplary embodiments thereof with reference to the
attached drawings in which:

FIG. 1 illustrates a wireless network system, according to
an embodiment of the present disclosure;

FIG. 2 is a block diagram of an illumination device to
transmit a light signal in a wireless network system, accord-
ing to an embodiment of the present disclosure;

FIG. 3 illustrates a status of a wireless device placed in a
location where it is connectible to two or more networks,
according to an embodiment of the present disclosure;

FIG. 4 illustrates signal flow in a wireless network system,
according to an embodiment of the present disclosure;

FIG. 5 illustrates signal flow in a wireless network system,
according to another embodiment of the present disclosure;

FIG. 6 is a block diagram of a wireless device, according to
an embodiment of the present disclosure;

FIG. 7 is a flowchart illustrating a registration method
performed by a wireless network system, according to an
embodiment of the present disclosure; and

FIG. 8 is a flowchart illustrating a registration method
performed by a wireless network system, according to
another embodiment of the present disclosure.

DETAILED DESCRIPTION

Exemplary embodiments of the present disclosure will
now be described more fully with reference to the accompa-
nying drawings. In the following description, functions or
constructions well known to those of ordinary skill in the art
will not be described in detail if it is determined that they
would obscure the disclosure due to unnecessary detail.

FIG. 1 illustrates a wireless network system, according to
an embodiment of the present disclosure. Referring to FIG. 1,
the wireless network system according to the present embodi-
ment may include a plurality of illumination devices 110a,
1104, and 110c¢ installed in premises 100, a gateway 130, and
a server 140.

The illumination devices 110a, 1105, and 110c¢ installed in
the premises 100 may transmit a light signal including infor-
mation to wireless devices 120a, 1205, 120¢, and 1204 that
are to be registered in a wireless network. The information
included in the light signal may be network identification
information for identifying the wireless network or the net-
work identification information and location information
regarding locations of the illumination devices 110a, 1105,
and 110c¢. Since the light signal including the network iden-
tification information and the location information is trans-
mitted to the wireless devices 120a, 1205, 120¢, and 120d by
using the illumination devices 110a, 1105, and 110c¢ installed
in the premises 100, a previously constructed infrastructure
may be utilized without an additional unit to transmit the light
signal. Furthermore, even if the light signal is transmitted via
the illumination devices 110a, 1105, and 110c¢, the illumina-
tion devices 110a, 1105, and 110c¢ have no problem perform-
ing general illumination device functions, which will be
described with reference to FIG. 2 later.

Although the gateway 130 and the server 140 that are
constituent elements used to construct the wireless network
are located outside the premises 100 in FIG. 1, the gateway
130 and the server 140 may be located in the premises 100 to
construct and manage the wireless network.

The wireless devices 120a, 1205, and 120c¢ that are to be
connected to the wireless network may be installed and oper-
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4

ate at different locations within the premises 100. The wire-
less devices 120a, 12054, and 120c¢ installed at different loca-
tions within the premises 100 receive light signals at the
corresponding locations. Then, the wireless devices 120a,
1204, and 120¢ may be registered in the wireless network by
using information included in the received light signals, or
may transmit location information to the wireless network.

For example, a process of newly installing a wireless
device D 1204 in a living room and registering the wireless
device D 1204 in the wireless network is described below. If
power is applied to the wireless device D 1204, the wireless
device D 1204 scans to determine whether there is a con-
nectible wireless network, and receives a light signal which is
transmitted from the illumination device 110c¢ located in the
living room. After receiving the light signal, the wireless
device D 1204 interprets the received light signal to obtain
network identification information included in the light signal
and location information of the illumination device 110c. The
network identification information may be a personal area
network (PAN) ID to identify the corresponding wireless
network. The location information of the illumination device
110¢ may be information regarding a location of the corre-
sponding illumination device, such as the “living room” in the
case of the illumination device 110¢ located in the living
room. The wireless device D 1204 tries to register in a wire-
less network which corresponds to the network identification
information included in the received light signal. Upon
completion of the registration, the wireless device D 1204
may transmit the location information included in the
received light signal, such as the “living room”; to the con-
nected wireless network. Specifically, if the device D 1204
transmits a registration request to the gateway 130 of the
wireless network which is determined by the network identi-
fication information, the gateway 130 allocates an address to
the wireless device D 1204 and completes the registration of
the wireless device D 1204 to the wireless network. That is,
without performing an additional registration procedure, the
wireless device D 1204 automatically recognizes the wireless
network in which the device D 1204 is to be registered, and
tries to register in the wireless network, thereby completing
the registration. Furthermore, if the registration is completed,
the wireless device D 120d may transmit the location infor-
mation (“living room”) included in the received light signal to
the gateway 130, the gateway 130 may transmit the location
information to the server 140, and the server 140 may store
the location information as location information regarding
the device D 1204.

As described above, the light signal including the network
identification information and the location information is
transmitted to the wireless devices 120a, 1205, 120¢, and
120d, by using the previously constructed illumination
devices 1104, 1105, and 110¢ in the premise 100. The wire-
less devices 120a, 1205, 120c¢, and 1204 that received the
light signal are registered in the wireless network by using the
network identification information included in the received
light signal and transmit the location information to the wire-
less network. Accordingly, it is possible to register the wire-
less devices 120a, 1205, 120¢, and 1204 in the wireless net-
work by applying power to the wireless devices 120qa, 1205,
120c¢, and 1204 without having to take an additional registra-
tion procedure. Such a wireless network system may facilitate
the registration of devices in a wireless network and be highly
utilized by a smart grid system requiring location information
of each device connected to the wireless network. Further-
more, the wireless network system may employ a ZigBee
method, the ZigBee method being a communication protocol
based on the IEEE 802 standard for personal area networks,
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as a communication method to implement the wireless net-
work, considering the characteristics of a home network
which must frequently receive a small amount of data from
wireless devices. However, the present disclosure is not lim-
ited thereto, and a different type of home network system or a
different wireless communication method may be applied.

FIG. 2 is a block diagram of an illumination device 110 to
transmit a light signal in a wireless network system, accord-
ing to an embodiment of the present disclosure. Referring to
FIG. 2, the illumination device 110 to transmit the light signal
in the wireless network system according to the present
embodiment may include a control unit 112 and a light gen-
eration unit 114.

The control unit 112 controls generation of a light signal
including predetermined data. The control unit 112 may be
implemented as a switched-mode power supply (SMPS) for
supplying power to the light generation unit 114. Specifically,
the control unit 112 controls an On or Off status of light
generated by the light generation unit 114 to have a certain
frequency, thereby controlling brightness of the light, and at
the same time, generating light in a pattern indicating network
identification information of a wireless network. In this
regard, the control unit 112 controls On and Off frequencies
of'the light at high frequencies that a user may not perceive so
that the illumination device 110 can perform a general illu-
mination device function. If it is assumed that the illumina-
tion device 110 of the present embodiment is a light emitting
diode (LED) illumination device capable of dimming control,
the control unit 112 controls dimming of the LED illumina-
tion device so that the light generation unit 114 generates light
having a certain pattern. That is, the light generation unit 114
generates patterned light including network identification
information for identifying a wireless network and location
information regarding a location of the LED illumination
device. Since the control unit 112 controls dimming at a
frequency of 200 Hz or higher at which people may not
perceive blinking of the illumination, the LED illumination
device transmits a light signal including specific information
while performing a general illumination device function. In
addition, it is also possible for the control unit 112 to adjust
illumination to a desired brightness, while transmitting the
light signal including specific information through dimming
control.

As illustrated in FIG. 2, the illumination device 110 to
transmit the light signal in the wireless network system of the
present embodiment may further include a communication
unit 111. The communication unit 111 receives network iden-
tification information of the wireless network constructed in
premises from a server of the wireless network system and
outputs the network identification information to the control
unit 112, and thus, the control unit 112 may control the light
generation unit 114 to generate a light signal including the
network identification information of the wireless network
constructed in the premises.

FIG. 3 illustrates a status of a wireless device placed in a
location where it is connectible to 2 or more wireless net-
works, according to an embodiment of the present disclosure.
Referring to FIG. 3, a wireless device 120 is placed in the
location where the wireless device 120 is connectible to 2
wireless networks, i.e. networks 1 and 2. Accordingly, if the
wireless device 120 scans the connectible networks, both the
networks 1 and 2 are scanned. However, if it is assumed that
the wireless device 120 is to be connected to the network 2,
the wireless device 120 must transmit a request for registra-
tion by specifying the network 2. However, if information
about a network to which the wireless device 120 is to be
registered is not stored, a user must designate the network 2
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manually. According to the present embodiment, the wireless
device 120 may designate the network 2 from among found
networks (the networks 1 and 2) and request registration, by
receiving and interpreting a light signal including network
identification information regarding the network 2 in which
the wireless device is to be registered. Since a network to be
registered is designated by using the network identification
information included in the light signal, the user does not
need to designate a network manually. In addition, even when
the wireless device 120 is placed in a location where it is
connectible to several networks simultaneously, the wireless
device 120 may accurately designate a network for registra-
tion and be registered in the designated network. Accordingly,
registration in a wrong wireless network due to confusion
with wireless networks constructed in neighboring houses
may be prevented. This is highly efficient in a ZigBee method
of using a high wavelength band, in particular, of a 2.4 GHz
band.

FIG. 4 illustrates signal flow in a wireless network system,
according to an embodiment of the present disclosure, and
FIG. 5 illustrates signal flow in a wireless network system,
according to another embodiment of the present disclosure.
An illumination device 110 may not always transmit a light
signal. For example, the illumination device 110 does not
generally operate during the daytime. In addition, if the illu-
mination device 110 always transmits the light signal while
operating, power may be consumed and efficiency of illumi-
nation may deteriorate due to the light signal being generated
even at times when the light signal is not necessary. To solve
this problem, a method of transmitting the light signal only
according to a request for the light signal will now be
explained. In the embodiment of FIG. 4, a light signal is
always transmitted while the illumination device 110 is oper-
ating. In the embodiment of FIG. 5, a light signal is transmit-
ted only according to a request for the light signal.

Referring to FIG. 4, the illumination device 110 always
transmits the light signal without any additional request. The
device 120 that received the light signal requests registration
to a gateway 130. If the gateway 130 receives the request for
registration, the gateway 130 allocates an address to the wire-
less device 120. Upon completion of registration in a wireless
network, the wireless device 120 sends location information
included in the received light signal to a wireless network.

On the contrary, referring to FIG. 5, the illumination device
110 does not transmit a light signal when there is no addi-
tional request. The wireless device 120 transmits a signal to
request a light signal to the gateway 130 to obtain information
for registration in a wireless network. The gateway 130 that
received the signal transmits the signal for requesting the light
signal to the illumination device 110. The illumination device
110 that received the signal for requesting the light signal
transmits the light signal. Operations performed thereafter
are the same as the operations performed after the wireless
device 120 receives the light signal as illustrated in FIG. 4. As
such, the illumination device 110 transmits the light signal
only when the illumination device 110 receives the signal for
requesting the light signal from the wireless device 120,
thereby preventing an unnecessary light signal from being
transmitted. The illumination device 110 may transmit the
light signal temporarily according to the request for the light
signal, even when the illumination device 110 is not operat-
ing. Communication between the gateway 130 and the illu-
mination device 110 transmitting the request for the light
signal may use any wired or wireless communication meth-
ods, and in particular, may use a power line communication
method of sending a signal through a power line connected to
the illumination device 110.
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FIG. 6 is a block diagram of the wireless device 120,
according to an embodiment of the present disclosure. Refer-
ring to FIG. 6, the wireless device 120 of the present embodi-
ment may include a light receiving unit 121, a light signal
interpretation unit 122, a network scanning unit 123, and a
wireless communication unit 124. The light receiving unit
121 may receive a light signal and include a light sensor. The
light signal interpretation unit 122 may interpret information
included in the received light signal. That is, the light signal
interpreting unit 122 interprets the received light signal to
obtain network identification information or location infor-
mation included in the received light signal. The network
scanning unit 123 searches for wireless networks which are
connectible to the wireless device 120. If there is a wireless
network corresponding to the network identification informa-
tion obtained by interpreting the light signal by the light
signal interpretation unit 122 among the scanned wireless
networks, the wireless communication unit 124 may request
registration in the corresponding wireless network. In addi-
tion, if the wireless device 120 is registered in the wireless
network, the wireless communication unit 124 may send the
location information obtained by interpreting the light signal
to the corresponding wireless network. The wireless commu-
nication unit 124 may also request a wireless network system
to transmit the light signal.

FIG. 7 is a flowchart illustrating a registration method of a
wireless network system, according to an embodiment of the
present disclosure. Particularly, FIG. 7 is a flowchart of the
registration method performed by the wireless network sys-
tem according to an embodiment of the present disclosure.
Referring to FIG. 7, in operation S710, the registration
method of the wireless network system may start with receiv-
ing a request for a light signal. The receiving of the request for
the light signal may be omitted as occasion demands, as
described with reference to FIGS. 4 and 5. In operation S703,
when the wireless network system receives the request for the
light signal, the wireless network system transmits the light
signal including network identification information and loca-
tion information to a wireless device. Then, in operation
S705, the wireless network system receives a request for
registration to a wireless network from the wireless device
which has received the light signal. In operation S707, the
wireless network system completes the registration of the
wireless device by allocating an address to the corresponding
wireless device. In operation S709, the wireless network sys-
tem receives location information from the wireless device of
which registration is completed. Then, in operation S711, the
wireless network system determines whether the location
information of the wireless device is stored in the wireless
network system. If the location information is not stored in
the wireless network system, in operation S715, the wireless
network system performs a location information updating
operation that stores the received location information as
location information regarding the wireless device. On the
contrary, if the location information of the wireless device is
already stored in the wireless network system, the wireless
network system proceeds to operation S713 to determine
whether the stored location information of the wireless device
is identical to the received location information. If the stored
location information of the wireless device is identical to the
received location information, the operations end. If the
stored location information of the wireless device is not iden-
tical to the received location information, the wireless net-
work system performs the location information updating
operation (S715) to store the received location information as
new location information of the wireless device. As such,
location information of the wireless device is checked and
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updated each time the wireless device is registered to the
wireless network, and thus exact location information may be
obtained without additionally correcting location informa-
tion even when the wireless device is moved and newly
installed in premises.

FIG. 8 is a flow chart illustrating a registration method of a
wireless network system, according to another embodiment
of'the present disclosure. In particular, FIG. 8 is a flowchart of
the registration method performed by a device according to
another embodiment of the present disclosure. Referring to
FIG. 8, in operation S801, the registration method of the
wireless network system may start with applying power to the
wireless device. When power is applied to the wireless
device, the wireless device automatically scans connectible
wireless networks in operation S803. In order to determine a
wireless network to be registered from among the wireless
networks scanned in operation S803, network identification
information regarding the wireless network to be registered is
necessary. Accordingly, in operation S805, the wireless
device may send a signal for requesting a light signal includ-
ing the network identification information, in order to obtain
the network identification information. The operation of
sending the signal for requesting the light signal may be
omitted as occasion demands, as described with reference to
FIGS. 4 and 5. When the light signal is transmitted in
response to the signal for requesting the light signal, the
wireless device receives the transmitted light signal and inter-
prets information included in the transmitted light signal, in
operation S807. The wireless device may obtain the network
identification information and location information, as a
result of interpreting the transmitted light signal. Then, the
wireless device determines whether there is a wireless net-
work identical to the network identification information
obtained by interpreting the light signal, from among the
connectible wireless networks scanned in operation S803. If
there is a wireless network identical to the network identifi-
cation information, the wireless device requests registration
to the corresponding wireless network in operation S809. In
operation S811, the registration of the wireless device to the
corresponding wireless network is completed by allocating
an address to the wireless device from the wireless network
system of which registration is requested. In operation S813,
upon completion of the registration, the wireless device may
send the location information obtained by interpreting the
received light signal to the connected wireless network.

As described above, each device receives a light signal
including network identification information and automati-
cally requests connection to a wireless network, and thus the
devices can be easily registered in the wireless network by
applying power to each device without an additional registra-
tion procedure. Furthermore, location information of the
devices can be automatically transmitted to the wireless net-
work. If locations of the devices are changed, the changed
location information can be transmitted to the wireless net-
work. Accordingly, the devices connected to the wireless
network can be easily and efficiently managed.

While this disclosure has been particularly shown and
described with reference to exemplary embodiments thereof,
it will be understood by those of ordinary skill in the art that
various changes in form and details may be made therein
without departing from the spirit and scope of the disclosure
as defined by the appended claims. The exemplary embodi-
ments should be considered in descriptive sense only and not
for purposes of limitation. Therefore, the scope of the inven-
tion is defined not by the detailed description of the invention
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but by the appended claims, and all differences within the
scope will be construed as being included in the present
invention.

What is claimed is:

1. A method of registering a wireless device in a wireless

network, the method comprising:

receiving a light signal from an illumination device;

registering the wireless device in the wireless network, by
using an information included in the received light sig-
nal;

scanning at least one wireless network which is usable at a
current location of the wireless device,

wherein the registering of the wireless device in the wire-
less network comprises registering the wireless device in
the wireless network from among the scanned wireless
networks.

2. A method of registering a wireless device in a wireless

network, the method comprising:

receiving a light signal from an illumination device; and

registering the wireless device in the wireless network, by
using an information included in the received light sig-
nal,

wherein the received light signal includes location infor-
mation of the illumination device transmitting the light
signal, and

wherein if the registering of the wireless device in the
wireless network is completed, the wireless device
transmits the location information included in the light
signal to the wireless network.

3. A method of registering a wireless device in a wireless

network, the method comprising:

receiving a light signal from an illumination device; and

registering the wireless device in the wireless network, by
using an information included in the received light sig-
nal,

wherein the receiving of the light signal comprises
sending a request for a light signal to at least one illumi-

nation device, and
according to the request for a light signal, receiving the
light signal transmitted from the illumination device.

4. A wireless device to be registered in a wireless network,

the wireless device comprising:

a light receiving unit configured to receive a light signal
transmitted from an illumination device;

a light signal interpretation unit configured to obtain an
information necessary for registering the wireless
device in the wireless network by interpreting the
received light signal;

a wireless communication unit to register the wireless
device in the wireless network, by using the information
obtained by the light signal interpretation unit; and

a network scanning unit to scan at least one wireless net-
work which is usable at a current location of the wireless
device,

wherein the wireless communication unit registers the
wireless device in the wireless network from among
wireless networks scanned by the network scanning
unit.

5. A wireless device to be registered in a wireless network,

the wireless device comprising:

a light receiving unit configured to receive a light signal
transmitted from an illumination device; and

a light signal interpretation unit configured to obtain an
information necessary for registering the wireless
device in the wireless network by interpreting the
received light signal;
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a wireless communication unit to register the wireless
device in the wireless network, by using the information
obtained by the light signal interpretation unit,

wherein the light signal interpretation unit obtains location
information of an illumination device which has trans-
mitted the light signal, by interpreting the received light
signal, and

wherein the wireless communication unit transmits loca-
tion information of the illumination device to the wire-
less network in which the wireless device is registered.

6. A wireless device to be registered in a wireless network,

the wireless device comprising:

a light receiving unit configured to receive a light signal
transmitted from an illumination device;

a light signal interpretation unit configured to obtain an
information necessary for registering the wireless
device in the wireless network by interpreting the
received light signal; and

a wireless communication unit to register the wireless
device in the wireless network, by using the information
obtained by the light signal interpretation unit,

wherein the wireless communication unit requests a light
signal to at least one illumination device.

7. Anillumination device, the illumination device compris-

ing:

a light generation unit to generate light; and

a control unit to adjust brightness of the light by controlling
the generation of light by the light generation unit,

wherein the control unit controls an ON and OFF status of
the light by using a pattern which indicates an informa-
tion necessary for registering a wireless device to a wire-
less network, and

wherein ON and OFF frequencies of the light are equal to
or higher than a blinking frequency that may not be
perceived by a user.

8. Anillumination device, the illumination device compris-

ing:

a light generation unit to generate light;

a control unit to adjust brightness of the light by controlling
the generation of light by the light generation unit, the
control unit being configured to control an ON and OFF
status of the light by using a pattern which indicates an
information necessary for registering a wireless device
to a wireless network; and

a communication unit to receive network identification
information of the wireless network from outside.

9. A wireless network system, the wireless network system

comprising:

an illumination device, to transmit a light signal including
an information necessary for registering a wireless
device to a wireless network;

a gateway to receive a request for registration from a wire-
less device which has received the light signal; and

a server to allow registration of the wireless device accord-
ing to the request for registration,

wherein the light signal further includes location informa-
tion of the illumination device that has transmitted the
light signal, and

wherein the server receives location information of the
illumination device from the wireless device which is
allowed to be registered, and stores the received location
information as location information of the wireless
device.

10. A wireless network system, the wireless network sys-

tem comprising:
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an illumination device, to transmit a light signal including
an information necessary for registering a wireless
device to a wireless network;

a gateway to receive a request for registration from a wire-
less device which has received the light signal; and

a server to allow registration of the wireless device accord-
ing to the request for registration,

wherein the server transmits network identification infor-
mation of the wireless network to at least one illumina-
tion device.

11. A wireless network system, the wireless network sys-

tem comprising:

an illumination device, to transmit a light signal including
an information necessary for registering a wireless
device to a wireless network;

a gateway to receive a request for registration from a wire-
less device which has received the light signal; and

a server to allow registration of the wireless device accord-
ing to the request for registration,

wherein, if the wireless device requests a light signal, the
illumination device may transmit a light signal.
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